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1.1 Dimensions of Light
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1.2 Technical Parameters

1.3 Optical Parameters
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D: 120mm

Beam
Angle 50%
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2.2 Minimum Bend Diameter

3.1 Injection-moulded  Connector

2.1 Product Features
 

DMX512CN input  
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1. ;
2.Continuous length up to 10/15/20m by powering one end.
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3.2 Anti-wicking Ferrule

3.3 Male & Female Connector
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LT-800

1

1. LT-800 DMX512 controller works .
2. Each LT-800 DMX512 controller can control max.

2

1. Offline SD  card store request programme.  Ethernet real time computer control via
synchronous display.
2. DMX 512 and SPI signal outputs are optional; can be connected with DMX console to
form lighting control network.
3. Extra large control capability, 16 channels signal output, max. control 30720 pixels.
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NOTE: Please contact our sales team for more detailed information
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5.6 Recessed Mounting Profile

Model

F15-RMA/PL

W*H(mm)

18*13.2

Standard Length (mm)

35

500

1000

2000

L1 (mm)

5

50

100

100

L2 (mm)

25

200

200

200

Screw Hole (mm)

Φ3.5

Φ3.5

Φ3.5

Φ3.5

Hole Number

2

3

5

10

Φ3.5mm

L1 L2
Note: Unless otherwise stated, the tolerance of the profile is ±0.5mm.

Installation Way
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7.6 Wavelength of Color Light

Red

Green

Blue

7.7 Loading Chart

7.8 Correlated Color Temperature
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