
LED OP A60 10W/827 E27 
SENSOR BX

The Sensor lamp has a built-in daylight sensor. The lamp turns 
on automatically when the surrounding illuminance is 10-15 
lux. A particularly easy and practical alternative for e.g. outdoor 
lamps and window lighting. 

Control Non-Dimmable

Bulb type classic

PRODUCT CODE GTIN1 TYPE OF PACKAGING PRODUCT FAMILY

LED OP A60 10W/827 E27 SENSOR BX
4713755 6435200243980 60 x 120 x 60 Hanging packing AIRAM LED

TECHNICAL DATAS (ETIM)
ETIM class EC001959

Energy efficiency class A+

Diameter (mm) 60

Dimmable No

Voltage type AC

Socket E27

Average nominal lifespan (h) 25000

Lamp power (W) 10

Lamp power (max) (W) 10

Lamp power (min) (W) 10

Lamp shape Standard

Type of glass/cover Opal

Nominal voltage (max) (V) 240

Nominal voltage (min) (V) 220

Length (mm) 120

Min. number of switching cycles 500000

Colour of light 827

Luminous flux (lm) 806

Luminous flux (max) (lm) 806

Luminous flux (min) (lm) 806

Colour temperature (K) (numeric) 2700

Colour temperature (max) (K) 2700

Colour temperature (min) (K) 2700

Colour rendering index CRI 80-89
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